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Single Stage — Gasoline

Time is money and construction professionals demand products that will maximize production.
This compact and portable rotary screw compressor not only produces a large volume of air for 

multiple tools, it is the only air compressor needed on large construction sites.

AR1-PK37-M

Compressor Pump:
Integrated air/oil separator  xx   Integrated thermostatic bypass valve  xx  
Integrated oil filter  xx   Banded 4 V-belt drive system  xx   Easy-to-read oil level 

indicator  xx   High oil temperature shutdown

Engine:
Electric start - battery and cables included  xx   Low-oil level shutdown

Frame:
Powder coated steel frame with 11⁄4-inch roll cage, handle, 4-point lifting 

hook, winch point and tie-down anchors  xx   15-inch pneumatic tires

Components:
101⁄2-gallon aluminized steel fuel tank  xx   Oil cooler with guard  xx   Pressure 

gauge  xx   Ball valve controlled 3⁄4-inch outlet  xx   Adjustable pilot valve adjusts 

engine RPM based on air power needed

Made in

with Globally Sourced
Components

USA

Decal Part No. : 34-3553 (revised material/adhesive 2-15-17)
Date: 02-10-17
Customer: Mi-T-M
Units:  All Mi-T-M labeled products manufactured in the US
Designer: Teresa Gottschalk  563.556.7484  x.231
Artwork at 100%: Yes
Decal size: 2.0625” wide x 1” high
Over laminate: .001 clear laminate
Material/Adhesive: 3.5 mil white vinyl flexible white perm 
L344 1 mil 50# liner
Must adhere to polyester and epoxy powder coatings, epoxy paint, 
polypropylene, polyethylene and stainless steel
Print on a roll
Colors: 
PMS 485 Red
PMS 293 Blue
Black
Colors that do not print: Magenta outline does not print
Art disk file No.: DE6061 

Actual size decal proof required

34-3553

Air Compressors

Rotary Screw

MODEL NUMBER CFM @ PSI DISPLACEMENT/ENGINE COMPRESSOR ENGINE IDLE CONTROL DIMENSIONS (LxWxH) SHIP WT. NET WT.
AR1-PK37-M 115 @ 100 999cc Kohler CH1000 OHV Single stage, rotary screw Pneumatic 50.75x30.5x43.5in. 770 lb. 698 lb.
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Rotary Screw
Air Compressors – Single Stage – Gasoline

       WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

Option:

Accessories:

PART NUMBER DESCRIPTION FITS MODEL
AX-0076 Skid feet - Stationary applications AR1-PK37-M

PART NUMBER DESCRIPTION FITS MODEL
19-0278 Oil filter - Spin-on/spin-off filter AR1-PK37-M
19-0279 Air/oil separator - Separates the oil from the air and minimizes 

lubricant carry-over
AR1-PK37-M

AW-2200-0001 Wye ball valve assembly - Allows the user to hook up two air
hoses or two air tools instead of one

AR1-PK37-M

AW-2200-0002 Water separator assembly - Filters water from the outlet air AR1-PK37-M
AW-2200-0003 Pressure regulator assembly - Regulates the outlet air pressure

from 0 to 120-PSI
AR1-PK37-M

AW-2200-0004 Champion RotorLub™ 8000, 5-gallon pail - Rotary screw
lubricant, 5-gallon pail

AR1-PK37-M

AW-2200-0005 Champion RotorLub™ 8000, 1-gallon bottle - Rotary screw 
lubricant, 1-gallon pail

AR1-PK37-M


